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Vermessung 4.0 – Dortmund, 08.05.2017

Viel Neues aus der Leica-Welt
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Leica Geosystems
Fakten & Zahlen

Seit nunmehr20
Jahren direkt in Deutschland 

vertreten (Leica Geosystems

GmbH Vertrieb) 

3 
Produktionsbetriebe

auf 2 Kontinenten

Insgesamt 260 

Kundencenter in   87
Ländern

Knapp

100 Jahre

Erfahrung in der 

Vermessung

Mehr als 3.800 Mitarbeiter weltweit. 

Davon über 120 Mitarbeiter in Deutschland

Hauptsitz in der Schweiz. Direktvertrieb mit

Marketing & Service in  33 Ländern
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Leica Geosystems
Unser Produktportfolio
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Die neue GG04 GNSS Smartantenne

Produktvorstellung
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Looks similar, but a new GNSS board with

a bunch of improvements and new features!

Die neue Leica GG04 Smartantenne
Einführungsvideo
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Leica GG04

Hauptmerkmale – auf einen Blick

Up to 1 cm accuracy

Support of GNSS Signals

Improved tracking & positioning performance

Spot - Precise Point Positioning

Scalable GNSS options

All day batteryRugged

Future-ready via FW upload 

Multiple mobile devices supportSupport of all Zeno devices

3rd party software supportAndroid and Windows support

Control software via Play Store Made for Esri

GNSS

HW

SW
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Unterstützung von allen derzeit verfügbaren und zukünftigen

Frequenzen und Satellitensystemen


1Believe to comply, but subject to service definition.

BeiDou B3 and Galileo E6 will be provided through future firmware upgrade.


2Support of QZSS is incorporated and will be provided through future firmware upgrade when 

QZSS will be operational.

Leica GG04

Hauptmerkmale – GNSS Signale

GPS Glonass BeiDou Galileo QZSS2

L1 L1 B1 E1

L2 L2 B2 E5a

L2C B31 E5b

L5 E61

Correction Signals

SBAS L-Band
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Leica GG04

Hauptmerkmale – Spot - Precise Point Positioning

Kein RTK
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Leica GG04

Hauptmerkmale – skalierbare Optionen

1cm40cm

Skalierbare Optionen – je nach Kundenanforderungen:

Korrekturen Lagegenauigkeiten

SBAS, L1 only < 90 cm

DGNSS, L1 only < 40 cm

Spot Prime, multi-freq < 10 cm

RTK, multi-freq < 1 cm + 2ppm



11



12



13


